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Abstract 23 

We present an interrupted-flow centrifugation technique to characterise preferential flow in 24 

low permeability media. The method entails a minimum of three phases: centrifuge induced 25 

flow, no flow and centrifuge induced flow, which may be repeated several times in order to 26 

most effectively characterise multi-rate mass transfer behaviour. In addition, the method 27 

enables accurate simulation of relevant in situ total stress conditions during flow by selecting 28 

an appropriate centrifugal force level. We demonstrate the utility of the technique for 29 

characterising the hydraulic properties of smectite clay dominated core samples. All core 30 

samples exhibited a non-Fickian tracer breakthrough (early tracer arrival), combined with a 31 

decrease in tracer concentration immediately after each period of interrupted-flow. This is 32 

indicative of dual (or multi) porosity behaviour, with solute migration predominately via 33 

advection during induced flow, and via molecular diffusion (between the preferential flow 34 

network(s) and the low hydraulic conductivity domain) during interrupted-flow. Tracer 35 

breakthrough curves were simulated using a bespoke dual porosity model with excellent 36 

agreement between the data and model output (Nash–Sutcliffe model efficiency coefficient 37 

was >0.97 for all samples). In combination interrupted-flow centrifuge experiments and dual 38 

porosity transport modelling are shown to be a powerful method to characterise preferential 39 

flow in low permeability media. 40 

 41 

 42 

 43 

 44 

 45 

 46 

Key words: dual porosity, interrupted flow, centrifugation, solute transport, molecular 47 

diffusion 48 

 49 

 50 



Introduction 51 

It is well known that heterogeneities, including biogenic pores/channels, desiccation cracks, 52 

fissures, fractures, non-uniform particle size distributions and inter-aggregate pores, are 53 

widespread in the subsurface and lead to a range of preferential flow phenomena (Beven and 54 

Germann, 1982; Cuthbert et al., 2013; Cuthbert and Tindimugaya, 2010; Flury et al., 1994). 55 

The coexistence of relatively high hydraulic conductivity (K) domain(s) and an impermeable 56 

one, often termed dual porosity, results in a non-Fickian breakthrough curve. Solute transport 57 

in such systems is often characterised by an early arrival of solutes originating from the more 58 

mobile domain (macropores) and a slow approach to the final concentration caused by 59 

diffusion into the immobile domain (matrix or microporous network). When fitting 60 

breakthrough curves, therefore, it is often difficult to differentiate between contributions from 61 

the micro- and macropore transport mechanisms. As a consequence, in recent years there has 62 

been much research into the development of effective empirical and modelling techniques to 63 

characterise solute transport processes for dual porosity systems. One method investigated 64 

has been the use of interrupted-flow solute break-through experiments. Amongst the original 65 

work on this topic Murali and Aylmore, (1980) discussed the influence of non-constant flow 66 

on solute transport in aggregated soil. Brusseau et al., (1989) developed a flow-interruption 67 

method for use in measuring rate-controlled sorption processes in soil systems, which was 68 

subsequently applied by Koch and Fluhler, (1993) to investigate advection and diffusion 69 

phenomena occurring for nonreactive solute transport in aggregated media. The idea 70 

proposed was that by interrupting flow during nonreactive tracer breakthrough the degree of 71 

non-equilibrium between any fast and slow flow pathways can be determined. Central to this 72 

hypothesis is that the magnitude of the change in nonreactive tracer concentration in effluent 73 

samples taken immediately after a no-flow period is indicative of such non-equilibrium. 74 

Subsequent work within this field has included: determination of physical (e.g., diffusive 75 

mass transfer between advective and nonadvective water) and chemical (e.g., nonlinear 76 

sorption) nonequilibrium processes in soil (Brusseau et al., 1997); determination of 77 

nonreactive solute exchange between the matrix porosity and preferential flow paths in 78 

fractured shale (Reedy et al., 1996); quantifying the effect of aggregate radius on diffusive 79 

timescales in dual porosity media (Cote et al., 1999); numerical modelling of aqueous 80 

contaminant release in non-equilibrium flow conditions; (Wehrer and Totsche, 2003) 81 

empirical modelling of the release of dissolved organic species (Guimont et al., 2005; Ma and 82 

Selim, 1996; Totsche et al., 2006; Wehrer and Totsche, 2005; Wehrer and Totsche, 2009) and 83 
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heavy metals (Buczko et al., 2004); increasing the efficiency of solute leaching (Cote et al., 84 

2000); empirical modelling of conservative tracer transport in a laminated sandstone core 85 

sample (Bashar and Tellam, 2006); and characterising in situ aquifer heterogeneity (Gong et 86 

al., 2010). One area where comparatively few studies exist, however, is in characterising the 87 

hydraulic properties of aquitards (e.g. clay dominated soils and sediments, shales, 88 

mudstones). Such research is of particular interest, which becausemay have preferential flow 89 

paths, which by their intrinsic nature, can significantly compromise their integrity of aquitard 90 

units as local and regional barriers to the movement of groundwater contaminants. There are , 91 

presently, significant technical difficulties at present, however, in characterising such features 92 

at appropriate scales (Cuthbert et al., 2010). For example, it is well known that the hydraulic 93 

conductivityK of glacial till is scale dependent, with laboratory permeability measurements 94 

often yielding values orders of magnitude lower than field based measurements and 95 

modelling (Cuthbert et al 2010). As a consequence a key requirement of laboratory scale 96 

aquitard characterisation is that the core sample must be of sufficient volume in order to 97 

incorporate the key dual porosity features which govern the overall formation. A second 98 

technical challenge is that laboratory testing typically requires generation of flow through the 99 

sample whilst maintaining relevant in situ hydro-geotechnical conditions. One method which 100 

has been demonstrated as effective for this purpose is centrifugation, which is increasingly 101 

being used for hydraulic and geotechnical testing of low K materials (Hensley and Schofield., 102 

1991; Nimmo and Mello., 1991; Timms et al., 2009; Timms and Hendry., 2008). Moreover, 103 

experiments using geotechnical centrifuges with payload capacities exceeding several 104 

kilograms can provide the additional benefit of being able to use core samples of 105 

representative scale for the overall formation. Here we present, for the first time, an 106 

interrupted-flow methodology using a centrifuge permeameter (CP) to characterise possible 107 

dual porosity behaviour of low permeability porous media. A novel dual domain model is 108 

also described which has been used to guide physical interpretation of the experimental tracer 109 

breakthrough curves. 110 

2. Experimental methods 111 

2.1. Core and groundwater sampling methodology 112 

The clay core (101.6 mm in diameter, Treifus core barrel, non-standard C size) and 113 

groundwater were sourced from a 40 m thick, semi-consolidated, clay-rich alluvium deposit 114 

located approximately 100 km south of Gunnedah, New South Wales, Australia (31° 31'9"S, 115 

150° 28'7"E). Equipment and procedures for obtaining minimally disturbed cores were 116 
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compliant with ASTM (2012). See Timms et al., (2014) for a review of the procedure. 117 

Groundwater samples were taken from piezometers using standard groundwater quality 118 

sampling techniques (Sundaram et al., 2009). A 240V electric submersible pump 119 

(GRUNDFOS MP1) and a surface flow cell were used to obtain representative samples after 120 

purging stagnant water to achieve constant field measurements of electrical conductivityEC, 121 

pH, dissolved oxygen (DO) and reduction potential (Eh).  122 

2.2. Centrifuge permeameter theory  123 

During centrifugation increased centrifugal force generates a body force which accelerates 124 

both solid and fluid phases within the sample. Centrifugal acceleration at any point within a 125 

centrifuge sample is calculated as follows: 126 

a = ω
2
r         Eq. (1) 127 

Where a is the centrifugal acceleration (m/s
2
), ω is the angular velocity (radian/s), and r is the 128 

radius from the axis of rotation (m). The g-level is the scaling factor (a/g) for accelerated 129 

gravity, where g is gravity at the Eearth’s surface. 130 

Vertical hydraulic conductivity, Kv (m/s) is calculated using ASTM (2000) (Eq. 2), where: Q 131 

= the steady-state fluid flux (mL/h); A = the sample flow area (cm
2
); rm = the radial distance 132 

at the mid-point of the core sample (cm); and RPM = revolutions per minute.   133 

     
      

         
        Eq. (2) 134 

The estimated in situ stress applied at the base of the core samples was calculated according 135 

to Eq. 3, and assumes that the overlaying formations were fully saturated and of a similar 136 

density to the core samples.   137 

 138 

                     Eq. (3) 139 

 140 

Where σi  = in situ stress (kPa); ρs = saturated density of core (kg/m
3
); d = depth to the base 141 

of the core sample (m BGL); and   = gravitational acceleration (m/s
2
). The applied stress at 142 
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the base of the core (σg, kPa) during the centrifuge experiments was calculated according to 143 

Eq. 4 (Timms et al. 2014).  144 

 145 

                              Eq. (4) 146 

 147 

where    = core bulk density (kg/m
3
); Lc = length of CP core specimen (mm);    = influent 148 

density (kg/m
3
); hw = height of influent water above CP core specimen (mm); and ab is the 149 

centrifugal acceleration at the base of the CP core specimen. 150 

 151 

2.3. Centrifuge permeameter sample preparation 152 

A Broadbent geotechnical centrifuge (GMT GT 18/0.7 F) with a custom built permeameter 153 

module (Timms et al., 2014) was used for this study. Prior to mounting into the CP the outer 154 

5 mm of the clay cores were trimmed and the trimmed cores were then inserted into Teflon 155 

cylindrical core holders (100 mm internal diameter, 220 mm length) using a custom built 156 

mechanical cutting and loading device. The cores were trimmed in order to remove any 157 

physical and chemical disturbance associated with the core extraction (drilling) process. A 5 158 

mm thick A14 Geofabrics Bidim geofabric filter (100 micron, K = 33 m/s) was placed above 159 

and below the sample in order to prevent clogging of the effluent drainage plate with colloid 160 

material from the sample. The geofabric filter was held in position above the sample using a 161 

plastic clamp.  162 

The core holders (with the core sample held within) were placed into 3000 mL glass beakers 163 

containing 1000 mL of groundwater derived from the piezometer at the closest depth to the 164 

core sample (see Table 1) and allowed to saturate from the base upwards. In total three core 165 

samples were analysed, which were taken from depths of 5.03, 9.52 and 21.75 m BGL. This 166 

Saturation was performed by immersing the core holder into a reservoir of groundwater with 167 

the level of the water 5 cm higher than the top of the core sample. The mass of each core was 168 

then monitored every 24 hours until no further increase in mass was recorded, saturation was 169 

then assumed to have occurred. The core holders (containing the saturated core samples) 170 

were mounted to the CP system via double O-ring seals. An influent head was added to all 171 

samples (see Table 1), which was maintained during centrifugation by a custom built 172 

automated influent level monitoring and pumping system. The system comprises of a carbon 173 

fibre EC electrode array which is connected via a fibre optic rotary joint to a peristaltic pump 174 
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that supplies influent from an external 100 mL burette. Effluent samples were collected in an 175 

effluent reservoir and extracted using a 50 mL syringe. All experiments were conducted 176 

under steady-state flow, which is defined as a <10% difference between influent and effluent 177 

flow rates. The influent volume was determined by manual measurements of the water level 178 

in the external burette and effluent volumes were measured by multiplying their mass by their 179 

density.  180 

2.4. Interrupted-flow experiment methodology 181 

The idea of interrupting the flow during a breakthrough experiment is to differentiate 182 

between advection and diffusion processes. The method comprises a minimum of three 183 

phases: 184 

1. Flow is induced at a constant centrifugal force for a fixed time period with effluent 185 

samples collected at multiple periodic intervals. The g-level and influent reservoir 186 

height are selected so that the maximum total stress on the core approached the 187 

estimated in situ stress of the material at the given depth in the formation (Eq. 3 and 188 

4). The time period between each effluent sampling interval is selected in order to 189 

gain sufficient effluent volume (namely >1 mL) for accurate volume and nonreactive 190 

tracer concentration measurement.  191 

2. Flow is interrupted (stopped) for a fixed time period during which time the 192 

permeameters are disconnected from the centrifuge module and positioned upright, 193 

the influent reservoir is also removed to limit any downward migration of solutes. A 194 

relatively long interrupted-flow period (>12 hrs) is selected so that slow mass transfer 195 

processes can be identified. 196 

3. Phase 1 is then repeated. 197 

All phases can be repeated multiple times in order to record sufficient non-reactive tracer 198 

breakthrough which enables the mass transport behaviour to be accurately characterised. 199 

Deuterium oxide (D2O) (Acros Organics, 99.8% concentration) was used as a non-reactive 200 

tracer. A concentration of 3.12 mL/L was used, which raised the concentration of D2O to 201 

approximately 200 %. This was selected as sufficiently high in order to result in accurately 202 

measureable mass transfer changes. Effluent samples were filtered using a 0.2 µm cellulose 203 

acetate filter, stored at 4 °C and analysed for δD within 7 days of testing. δD was determined 204 

by measuring the 
1
H/

2
H ratio to an accuracy of 0.1 % using a Los Gatos DLT100 isotope 205 

analyser.  206 
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2.5. Dual domain transport modelling  207 

Dual porosity models were created using COMSOL Multiphysics (v. 4.4) modified from 208 

well-known formulations described, for example, by Coats and Smith, (1964), ) and Bear 209 

(1987) and Gerke and van Genuchten, (1993). The purpose of the modelling was to aid 210 

physical interpretation of the tracer breakthrough curves and validate the hypothesis that the 211 

step changes in tracer concentrations observed during no-flow periods could be explained by 212 

the presence of dual porosity in the samples. The models comprised a classical advection-213 

dispersion equation for a mobile zone (subscript m) representing preferential flow pathways 214 

with a source/sink term representing exchange of solute with an immobile zone (subscript 215 

im). Solute transport in the immobile zone was by diffusion only. The exchanged flux 216 

between the immobile and mobile zones was modelled as being proportional to the 217 

concentration difference between the zones. The governing equations are as follows: 218 

   

  
   

    

    
    

  

   

  
 

 

  
             (Eq. 5) 219 

    

  
  

     

    
 

   
              (Eq. 6) 220 

   
     

  
          (Eq. 7) 221 

where C is the δD isotope ratio [1], t is time [T], z is distance along the column [L], q is fluid 222 

flux [LT
-1

], α is hydrodynamic dispersivity [L], μ is the coefficient of molecular diffusion 223 

[L
2
T

-1
]. The porosity,  , of the mobile and immobile domain is defined as: 224 

    
    

  
         (Eq. 8) 225 

     
     

  
         (Eq. 9) 226 

where Vp,m is the pore volume of the mobile domain [L], Vp,im is the pore volume of the 227 

immobile domain [L] and VT is the total volume of the saturated core [L]. The mass transfer 228 

coefficient, γ [T
-1

], is defined as: 229 

   
      

            (Eq. 10) 230 



where β is the dimensionless geometry coefficient, which typically ranges from 3 for 231 

rectangular slabs to 15 for spherical aggregates, and a is the characteristic half width of the 232 

matrix block [L] (Gerke and van Genuchten, 1993). 233 

The initial concentration conditions were set to zero for both domains for all model runs. 234 

During centrifugation periods, a variable solute flux upper boundary condition was used for 235 

the mobile domain varied according to the product of the measured fluid flux & input 236 

concentration (C0) during each experiment as follows: 237 

    

  
   

    

  
     

   

  
       (Eq. 11) 238 

A Dirichlet (constant concentration) upper boundary condition was used for the immobile 239 

domain during times of centrifugation. A novel aspect of the models, facilitated by the 240 

flexibility of model structure variations possible in COMSOL, was that the upstream 241 

transport boundary for both domains was switched to a zero flux condition during the 242 

interrupted flow phases. The downstream transport boundary conditions for both domains 243 

were given by: 244 

      

  
           (Eq. 12) 245 

At z = L, where L was sufficiently large to ensure the results at the column outlet distance (at 246 

z<<L) were not sensitive to the position of the boundary. Variable flux boundary conditions 247 

were used for both flow and transport into the mobile domain and q varied according to the 248 

measured flow rate during each effluent sampling interval. A novel aspect to the models, 249 

facilitated by the flexibility of model structure variations possible in COMSOL, was that the 250 

upstream transport boundary for the immobile zone was defined using a Dirichlet (constant 251 

concentration) condition during times of centrifugation, but switched to a no-flow condition 252 

during the interrupted-flow phases. The downstream transport boundary flux was set equal to 253 

the sum of the advective and diffusive flux components at a large distance downstream to 254 

ensure the results at the column outlet distance were not sensitive to its position. The total 255 

mass flux at the distance from the upstream boundary corresponding with the length of the 256 

experimental column was output from the models and integrated over the sampling periods 257 

for comparisons to the observed breakthrough curves. μ was calculated as 3.43 ×10
-5

 m
2
/d 258 

which is the diffusion coefficient of D2O in H2O at 25.0°C (Orr and Butler, 1935) multiplied 259 

by the average tortuosity of 0.15 reported by (Barnes and Allison, 1988) for clay bearing 260 
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media. Model output was fitted to the observed data by varying the unconstrained parameters: 261 

α and γ. Note that  m and  im were also considered unconstrained parameters, but their sum 262 

was constrained to equal the    measured for each sample by oven drying at 105ºC for 24 263 

hours. In order to quantify the deviation between the recorded data and the dual porosity 264 

model the normalised root-mean-square error (NRMSE) and the Nash–Sutcliffe model 265 

efficiency coefficient (NSMEC) were calculated (Nash and Sutcliffe, 1970). The mesh size 266 

and model tolerance were set sufficiently small so that the results were no longer sensitive to 267 

further reduction to ensure the accuracy of the model output. The models runs presented were 268 

all executed using an extra fine mesh size and a relative tolerance of 0.00001. 269 

2.6. Dual domain model sensitivity testing 270 

Sensitivity analysis of the dual domain model (for the core taken from 5.03 m) was conducted 271 

in order to determine how sensitive the model was to changes in the constrained (L,   and μ) 272 

and unconstrained ( m, α and γ) parameters. Sensitivity factors for constrained parameters 273 

were determined according to the estimated percentage error associated with each parameter, 274 

whilst ± 50% was selected for the unconstrained parameters in order to determine their 275 

influence on the NSMEC. The percentage error for L was calculated to be ± 2.78 % due to the 276 

core length being 36 mm and the error associated with measurement at each end was ± 0.5 277 

mm. The percentage error for   was calculated to be ± 2.79 % which comprises the L 278 

measurement error plus 0.0026 % which is the calculated error associated with the two mass 279 

measurements. The percentage error for μ was determined to be ± 50 % due to the range in 280 

tortuosity of 0.1 – 0.2 documented by Barnes and Allison, (1988) and references therein.  281 

3. Results and discussion 282 

3.1. D2O breakthrough  283 

D2O breakthrough data and best fit dual porosity model output for the interrupted-flow 284 

experiments conducted using core samples taken from 5.03 m, 9.52 m and 21.75 m depth 285 

BGL are displayed in Fig. 1. A close fit was achieved between the dual porosity model output 286 

and the original data, with a NSMEC of 0.97, 0.99 and 0.97 recorded for D2O breakthrough 287 

data from core samples taken from 5.03 m, 9.52 m and 21.75 m depth BGL respectively. The 288 

D2O breakthrough curves for all core samples exhibited a relatively elongated shape, with 289 

100 % breakthrough not recorded for any of the timescales tested. This was expected given 290 

that a ‘long tailing’ is a common feature of dual (or multi) porosity materials, i.e. systems 291 

where the mobile domain is coupled to a less mobile, or immobile, domain. In such instances 292 



the dominant solute transport mechanism during imposed flow in the mobile domain(s) is 293 

typically advection, however, solute exchange also occurs in parallel with the immobile 294 

domain(s), typically via molecular diffusion. Following each interrupted-flow (no flow) 295 

period a decrease in δD was recorded for all samples, and attributed to the diffusion of D2O 296 

from the preferential flow domain(s) into the low-flow (or immobile) flow domain(s). The 297 

shape of the D2O breakthrough curves and the magnitude of the δD decrease following the 298 

interrupted-flow periods are different for all samples, with a 42.6 %, 18.5 % and 28.4 % 299 

decrease recorded for the core samples taken from 5.03 m, 9.52 m and 21.75 m depth BGL 300 

respectively after the first interrupted-flow period. In addition, the Kv of each sample was 301 

recorded as different (Fig. 2), with average values of 1.4×10
-8

 m/s, 3.9×10
-9

 m/s and 2.7×10
-9

 302 

m/s for the core samples taken from 5.03 m, 9.52 m and 21.75 m depth BGL respectively. 303 

The Kv was recorded to decrease during the initial stages of each centrifugation period, and 304 

attributed to the partial consolidation of the clay due to the stress applied by the centrifugal 305 

force. Following this initial consolidation period a more constant Kv as a function of time was 306 

recorded for all cores, indicating that relative equilibrium had been achieved between stress 307 

applied by the centrifugal force and the compaction state of the core.  308 

 309 

Core 

depth 

(m 

BGL) 

Estim

ated 

in situ 

total 

stress, 

   

(kPa) 

Influent 

groundw

ater 

depth (m 

BGL) 

Influent 

EC 

(µS/cm)  

g-

level 

appli

ed  

Core 

length, 

Lc 

(mm) 

Height 

of 

influent 

water 

above 

core, hc 

(mm) 

Kv (ms
-1

) Total 

stress at 

base of 

core 

during 

centrifug

ation,     

(kPa) 

5.03 89 10 18470 20 36 61 1.4×10
-8

 75 

9.52 177 10 18470 20 47 81 3.9×10
-9

 127 

21.75 383 20 13160 80 54 48 5.1×10
-9

 373 

Table 1. Core and influent properties, experimental parameters and Kv results for the 310 

interrupted-flow experiments. Calculations are based on Eq. 2 for Kv, Eq. 3 for estimated in 311 

situ total stress and Eq. 4 for total stress at the base of core specimen during centrifugation. 312 

3.42. Dual domain model 313 



The close model fits confirm that preferential flow through a dual porosity structure is a 314 

plausible hypothesis to explain the shape of the observed breakthrough curves. The 315 

unconstrained ( m, α and γ) parameters that yielded the best dual domain model output fit to 316 

the D2O breakthrough data are displayed in Table 2. It is noted that the pore volume of the 317 

mobile domain per total volume of the core,  m, was modelled to be 0.04, 0.04 and 0.08 for 318 

core taken from 5.03 m, 9.52 m and 21.75 m depth BGL respectively. With total porosity,  , 319 

measured as 0.44, 0.47 and 0.43, this equates to 9.1 %, 8.5 % and 18.6 % of the total pore 320 

volume respectively, suggesting that preferential flow features comprise a relatively large 321 

proportion of the total pore porosity in each sample. Hydrodynamic dispersivity, α, for best 322 

fit model output for all core samples was L/2, which is larger than typically reported for 323 

laboratory scale column experiments (e.g. Shukla et al., 2003). It can be noted that all of the 324 

core samples were assumed to have remained saturated throughout the breakthrough 325 

experiments because all influent and effluent flow rates were recorded at steady-state. Whilst 326 

dispersion is known to increase substantially as moisture content decreases from saturation 327 

(e.g. Wilson and Gelhar, 1981) it is therefore unlikely that this could have been a factor. The 328 

mass transfer coefficient, γ, was also modelled as different for each core sample with 0.65, 329 

1.50 and 1.20 yielding the best model fit for the core samples taken from 5.03 m, 9.52 m and 330 

21.75 m depth BGL respectively. Using Eq. 10 the half width of the matrix block (using a β 331 

range of 3β =- 15 (for 3 for parallel slabs and 15 for spherical aggregates an idealised parallel 332 

fracture geometry after Gerke and van Genuchten, (1993)), a, is calculated as within the 333 

range of 8.0-17.8 mm, 5.4-12.1 mm and 5.5-12.3 mm for the core samples taken from 5.03 334 

m, 9.52 m and 21.75 m depth BGL respectively. This suggests that the preferential flow 335 

channels present are likely to be separated by distances in the order of several mm from each 336 

other within the cores. With the dimensions of the cores significantly greater than these 337 

values the model output therefore suggests that several preferential flow features are present 338 

in each core sample.  339 



 340 

Figure 1. Normalised D2O breakthrough data along with best fit dual porosity model output 341 

for the interrupted-flow experiments conducted using core samples taken from 5.03 m (left), 342 

9.52 m (middle) and 21.75 m (right) depth BGL. 343 

 344 

Figure 2. Vertical hydraulic conductivity (m/s), calculated using Eq. 2, for the interrupted-345 

flow experiments conducted using core samples taken from 5.03 m (left), 9.52 m (middle) 346 

and 21.75 m (right) depth BGL. 347 
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5.03 100 36 0.44 0.06 3.43×10
-5

 Lc/2 0.65 18.3 

9.52 100 47 0.47 0.04 3.43×10
-5

 Lc/2 1.50 12.1 

21.75 100 55 0.43 0.08 3.43×10
-5

 Lc/2 1.20 12.3 

 348 

Table 2. Constrained (D, Lc,  , μ) and unconstrained ( m, α and γ) model parameters. a is 349 

calculated using Eq. 10.  350 

Model output for the mobile and immobile domains at the top, middle and base of the core 351 

samples is displayed in Fig. 3. It is noted that for all core samples diffusion into the immobile 352 

domain during the induced flow periods is relatively significant, with δDim/δDm at the end of 353 

the first centrifugation (induced flow) period recorded as 0.16, 0.32 and 0.34 for the base of 354 

the core samples taken from 5.03 m, 9.52 m and 21.75 m depth BGL respectively. With 355 

respective average flow rates recorded as 0.017 m/d, 0.007 m/d and 0.015 m/d this behaviour 356 

is not obviously related to the variation in flow rates between the samples, but more likely to 357 

the intrinsic properties of the preferential flow domain (namely:  m, γ and α). It is also noted 358 

that for all core samples full equilibration between the mobile and immobile domains 359 

occurred (δDim = δDm) during each no flow period. For example, δDim and δDm were 360 

modelled to be within ±1 % of each other after 7.0, 2.6 and 6.1 hrs during the first no flow 361 

period for the core samples taken from 5.03 m, 9.52 m and 21.75 m depth BGL respectively. 362 

 363 

Figure 3. Model output for mobile (solid lines) and immobile (dashed lines) domains for core 364 

samples taken from 5.03 m (left), 9.52 m (middle) and 21.75 m (right) depth BGL. The black, 365 



dark grey and light grey lines comprise model output for the base, middle and top of the cores 366 

respectively. 367 

3.53. Sensitivity analysis 368 

Sensitivity analysis plots for a ±50 % change in unconstrained parameters (α, γ and  m) for 369 

the core sample taken from 5.03 m depth BGL are displayed in Fig. 4, with corresponding 370 

NSMEC data displayed in Table 3. The model fitting efficiency is relatively insensitive to all 371 

three unconstrained parameters in the range tested, with a less than 12 % change in the 372 

NSMEC compared to the NSMEC recorded for the best fit (Table 3). Sensitivity for the 373 

estimated % error associated with constrained parameters ( , L and μ) are displayed in Fig. 5, 374 

with corresponding NSMEC data displayed in Table 3. The model fitting efficiency is also 375 

relatively insensitive, with a less than 1 % change in the NSMEC compared to the NSMEC 376 

recorded for the best fit (Table 3). For the data presented the relatively low sensitivity to the 377 

parameters indicates that further testing, such as by dye tracing or geophysical tomography, is 378 

necessary to resolve more precisely the nature of the preferential flowpaths. Nevertheless, the 379 

modelling has supported the preferential flow conceptual model we have used to explain the 380 

step changes in concentration observed after resting periods. It has also provided a first order 381 

approximation of the likely geometry of the flowpaths.  382 

 383 

 384 

Figure 4. Sensitivity of the dual domain model for the core sample taken from 5.03 m depth 385 

BGL due to ±50 % change in unconstrained parameters:  m (LHS), γ (middle) and α (RHS). 386 

Model Pore volume Mass transfer Hydrodyn Total Core Coefficien



Parameter of the mobile 

domain per 

total pore 

volume,  m 

coefficient, γ amic 

dispersivit

y, α 

porosity,   length, L t of 

molecular 

diffusion, 

μ 

NSMEC (+ 

change) 

0.925 0.926 0.952 0.974 0.965 0.964 

NSMEC (- 

change) 

0.952 0.862 0.964 0.968 0.971 0.975 

 387 

Table 3. NSMEC for the core sample taken from 5.03 m depth BGL due to changes in 388 

constrained (L,  , μ) and unconstrained ( m, α and γ) model parameters. Changes in 389 

constrained parameters comprised the estimated percentage error per each parameter, which 390 

was 2.78 %, 2.79 % and 50 % for L,   and μ respectively. Changes in unconstrained 391 

parameters were ±50 %. The NSMEC for the best fit was 0.972.  392 

 393 

Figure 5. Sensitivity of the dual domain model for the core sample taken from 5.03 m depth 394 

BGL for the calculated error associated with the constrained parameters:   (LHS); L (middle) 395 

and μ (RHS). 396 

3.4 Comparison of dual and single domain modelling 397 

In order to further demonstrate the practicality of the interrupted flow methodology, a 398 

numerical experiment was carried out using the dual domain model developed above. Using 399 

the best fit parameters from the core from 9.52 mX m depth BGL, an equivalent simulation to 400 

Formatted: Font: Bold



the laboratory experiment described above was run, but without interrupted flow phases. The 401 

breakthrough curve produced was then fit to the Ogata-Banks equation (Ogata and Banks, 402 

1961) on the assumption that flow was occurring only through a single domain. The resulting 403 

fitted was good (3% RMSE) with just one fitting parameter being the dispersion term  which 404 

yielded a seemingly reasonable value of (1.27×10
-8

 m
2
/s. This illustrates that, without the use 405 

of interrupted flow phases to reveal the disequilibrium between two or more flow domains, a 406 

false assumption could easily be made with regard to the structure and associated transport 407 

properties of the core on the basis of a simple 1-D analytical model. This  could have very 408 

significant consequences for the prediction and management of solute migration through such 409 

deposits. 410 

4. Conclusions and outlook 411 

Solute transport in the subsurface can be influenced by multiple nonlinear, rate-limited 412 

processes, and it is often difficult to determine which processes predominate for any given 413 

system. In this work we demonstrate the utility of interrupted-flow solute transport 414 

experiments using a CP to quantify the relative contributions of preferential flow pathways 415 

and surrounding matrix porosity to mass transfer processes in low permeability dual porosity 416 

materials. Dual domain transport modelling was used to validate the hypothesis that the step 417 

changes in tracer concentrations observed during no-flow periods could be explained by the 418 

presence of dual porosity in the samples. The modelling also enabled a first order 419 

approximation of the aspects of the physical properties of the two domains to be inferred. 420 

Smectite clay core samples were used (101.6 mm in diameter) as an example low K dual 421 

porosity media, however, it is anticipated that the methodology would also be suitable for the 422 

characterisation of any dual porosity material where mass transfer occurs via both advection 423 

and diffusion (e.g. fractured rock, heterogeneous soils, mine tailings). The methodology 424 

entails a minimum of three phases: induced flow, no flow, and induced flow, however, this 425 

may be repeated several times in order to most effectively characterise the multi-rate mass 426 

transfer behaviour. In addition, it is necessary to tailor the induced flow rate, interrupted-flow 427 

timescales and non-reactive tracer concentrations in order to most effectively identify 428 

different mass transfer processes whilst also simulating realistic total stress conditions. Future 429 

work will seek to further investigate the structure of the clay samples studied using 430 

quantitative tomography techniques (e.g. X-ray computed tomography and magnetic 431 

resonance imaging) and how these physical features can be integrated into site scale 432 

numerical flow modelling. 433 
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Second response to referee comments for “Technical Note: The use of an 566 
interrupted-flow centrifugation method to characterise preferential flow in low 567 
permeability media” by R. A. Crane et al. 568 
 569 

Our second responses are included in bold and blue text. 570 
 571 
Many thanks to Anonymous Referee #1 for giving their time to provide comments on 572 
our manuscript. Please see below for our responses to your questions/comments. 573 
 574 

Anonymous Referee #1 575 
 576 
I am not sure of the usefulness of the method. Curve fitting numerical solutions of 2 577 
PDE’s with 3 available parameters is far from trivial and nothing is given to really 578 
help the user in doing it. My suggestion is that since the method would be used in 579 
practice only if curve fitting is easy and since they fit only the rising limb of the 580 
breakthrough curve it should not be too difficult to provide a good analytical 581 
approximation. Not only this would make the method useful it would also show the 582 
reader the physical influence of the parameters. As is I really learned very little 583 
physically. 584 
 585 
Thank you for this comment on the modelling aspect of the paper. However, the 586 
central “thrust” of this research is in presenting the empirical methodology (i.e. the 587 
interrupted flow centrifugation technique), with the shape of the non-reactive tracer 588 
breakthrough curve alone being an indicator of dual porosity flow occurring in the 589 
geological media. The numerical modeling was therefore used as a complimentary 590 
technique to confirm whether the shape of curve was indicative of dual porosity 591 
behavior. As such, the whole breakthrough curve was fitted, not just the rising limb 592 
as the reviewer suggests but also the decrease in concentration during the resting 593 
phases, and an analytical solution is unfortunately not tractable for this case. Future 594 
work will seek to develop both the empirical and numerical elements of the research 595 
in order to improve the applicability of the technique and its physical inference.  596 
 597 

Nevertheless, to try and address the reviewer’s concern we have carried out 598 
some additional modelling and analysis to strengthen the case for the 599 
importance of the interrupted flow observations and added a new section to 600 
the manuscript as follows (Line 387 to 399): 601 
 602 

“3.4 Comparison of dual and single domain modelling 603 

In order to further demonstrate the practicality of the interrupted flow 604 

methodology, a numerical experiment was carried out using the dual domain 605 

model developed above. Using the best fit parameters from the core from 9.52 606 

m depth BGL, an equivalent simulation to the laboratory experiment described 607 

above was run, but without interrupted flow phases. The breakthrough curve 608 

produced was then fit to the Ogata-Banks equation (Ogata and Banks, 1961) 609 

on the assumption that flow was occurring only through a single domain. The 610 



resulting fitted was good (3% RMSE) with just one fitting parameter being the 611 

dispersion term which yielded a reasonable value of 1.27×10-8 m2/s. This 612 

illustrates that, without the use of interrupted flow phases to reveal the 613 

disequilibrium between two or more flow domains, a false assumption could 614 

easily be made with regard to the structure and associated transport 615 

properties of the core on the basis of a simple 1-D analytical model. This could 616 

have very significant consequences for the prediction and management of 617 

solute migration through such deposits.” 618 
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 638 
Second response to referee comments for “Technical Note: The use of an 639 
interrupted-flow centrifugation method to characterise preferential flow in low 640 
permeability media” by R. A. Crane et al. 641 
 642 

Our second responses are included in bold and blue text. 643 
 644 
Many thanks to Anonymous Referee #2 for giving their time to provide comments on 645 
our manuscript. Please see below for our responses to your questions/comments. 646 

 647 
Anonymous Referee #2 648 
1 General comments 649 
The manuscript proposes a novel method to characterise preferential flow in low 650 
permeability media with preferential flow paths. The method is given by a 651 
combination of an experimental and a modelling phase. The experimental phase 652 
consists in performing laboratory transport tests using the interrupted-flow 653 
centrifugation method. The modelling phase consists in fitting the experimental 654 
results with a dual domain model which is a variant of the dual porosity model 655 
considering also the molecular diffusion in the immobile domain. The method is 656 
applied to three samples of smectite clay dominated samples, with diameter around 657 
10 cm and height between 3 and 5 cm. The results show that the dual domain model 658 
fits very well the experimental data and that the model fitting efficiency is relatively 659 
insensitive to the model parameters. The conclusion is that the method proposed is a 660 
powerful method to characterise preferential flow in low permeability media. I think 661 
that the subject is of interest to the scientific community: as stated by the authors, 662 
the hydraulic properties of aquitards are important, as the presence of preferential 663 
flow paths can compromise their integrity as barriers to the movement of 664 
groundwater contaminants. The method proposed in this paper has the objective of 665 
characterizing the dual porosity behaviour of such porous media. The article is well 666 
structured, well written, concise and generally clear. The objectives are clearly stated 667 
both in the abstract and in the introduction, where a good list of references is given 668 
to introduce the subject. Therefore, I recommend this manuscript for publication, 669 
after some minor revisions suggested in the following. 670 
 671 

Minor changes have been made to improve the written quality of the 672 
introduction, namely lines 89-95 in the original manuscript, see tracked 673 
changes. 674 
 675 
I have some doubts about the applicability of the method to practical situations. 676 
Specifically: 677 
• I wonder at which scale this method can be applied. The samples diameter is 678 
around 10 cm and their height between 3 and 5 cm. Can the best fit parameters 679 
obtained at this scale be used to model transport at larger scale? 680 
 681 
This is a good question, but beyond the scope of this paper – it can only be 682 
effectively answered, with the integration of the results from this work with well 683 
constrained field data, which is something we are now working on for a future paper. 684 
However, as we note in the current paper, a key benefit of the use of a relatively 685 
large centrifuge permeameter (100 mm diameter) for this method is their ability to 686 
house large samples compared to conventional core testing (~20 to 30 mm 687 



diameter). This has provided a unique capability to identify dual porosity at a scale of 688 
centimeters that would be difficult or impossible to quantify at other scales.  689 
 690 
• Does the centrifugation affect the structure of the porous medium, i.e., the 691 
connectivity of the preferential flow paths? 692 
 693 
Whether or not there is significant alteration of porous structure depends upon a 694 
wide range of complex physical and chemical factors associated with the core and 695 
the centrifuge induced stress environment. In this work, in order to minimize any 696 
unnatural physical effects such as new or enhanced preferential flow paths, the 697 
maximum centrifuge g-level was set at slightly less than the estimated in situ stress 698 
of the core sample at the depth from which it was extracted. Maximum stress to 699 
prevent deformation of the core was estimated assuming that the overlaying 700 
formations were fully saturated and of the same density to the core samples, using 701 
Equations 3 and 4 (see Section 2.2.). In addition, this centrifuge permeameter was 702 
designed to position at a relatively large centrifuge radius of 0.65 m to reduce stress 703 
differences (due to g-level) between the base and top of the core, compared with 704 
small centrifuge permeameters.   705 
 706 
 707 
• One of the conclusions of the paper is that the modelling enabled aspects of 708 
the physical properties of the two domains to be inferred. Moreover, the model 709 
fitting is shown to be relatively insensitive to the model parameters; can this fact 710 

weaken the former conclusion? 711 

The numerical modeling was used as a complimentary technique to confirm whether 712 
the shape of curve was indicative of dual porosity behavior. The parameter with the 713 

greatest sensitivity was the mass transfer coefficient which is also the parameter 714 
which lends greatest insight into the likely geometry of the preferential flow paths. 715 
So, in that sense, we consider the conclusion that aspects of the physical properties 716 
of the two domains can be inferred from the model is sound. However, we have 717 
noted in the text that further work is needed to clarify the relationship between the 718 
model parameters and the physical structure of the cores by other methods. 719 
 720 

We have added a new paragraph at Lines 367 to 372 (of the original manuscript 721 
file) as follows: 722 
 723 
“For the data presented the relatively low sensitivity to the parameters 724 
indicates that further testing, such as by dye tracing or geophysical 725 
tomography of some kind, is necessary to resolve more precisely the nature of 726 
the preferential flowpaths. Nevertheless, the modelling has supported the 727 
preferential flow conceptual model we have used to explain the step changes 728 
in concentration observed after resting periods. It has also provided a first 729 
order approximation of the likely geometry of the flowpaths.” 730 
 731 
We have also amended the text (in italics below) in Lines 408 to 409 (of the 732 
original manuscript file) to make this source of uncertainty clearer as follows: 733 
 734 
 “The modelling also enabled a first order approximation of the physical 735 

properties of the two domains to be inferred” 736 



 737 

Page 70, line 23: I suggest to modify the sentence in ’the possible dual porosity 738 
behaviour’ or in ’low permeability porous media characterised by the presence of 739 
preferential flow path’. In fact, if the low permeability porous medium is 740 
homogeneous, then it does not show any dual porosity behaviour. 741 
 742 
Yes, we agree and have now added the word ‘possible’ before dual porosity as the 743 
reviewer suggests.  744 
 745 
• Page 72, line 3: I think it should be specified somewhere in this section that three 746 
core samples were analysed, each one coming from a different depth. 747 
 748 
We agree and have added an additional sentence in Page 23 Line 4: 749 
 750 
In total three core samples were analysed, which were taken from depths of 5.03, 751 
9.52 and 21.75 m BGL. 752 
 753 
• Page 72, lines 16-19: Is there a reason why the clay cores are taken larger 754 
than the core holder and then trimmed, instead of taking directly a clay core of 755 
the needed diameter? I think some more explanations would be useful here. 756 
Moreover, I think the sentence should be rephrased, as it seems that the subject 757 
of the verb ’inserted’ is ’the outer 5 mm of the clay cores’. 758 
 759 
We agree and have now added the following sentence to Line 19: 760 
 761 
“The cores were trimmed in order to remove any physical and chemical disturbance 762 

associated with the core extraction (drilling) process and to ensure a close fit with the 763 
permeameter liner.” 764 
 765 
We have also changed Lines 16-19 to:  766 
 767 
“Prior to mounting into the CP the outer 1.6 mm of the clay cores were trimmed and 768 
the trimmed cores were then inserted into Teflon cylindrical core holders (100 mm 769 
internal diameter, 220 mm length) using a custom built mechanical cutting and 770 
loading device.” 771 
 772 
This makes it clear that the trimmed cores were inserted into the core holders rather 773 
than the trimmed material. 774 
 775 
• Page 74, line 20 (and following): I think it should be clearly distinguished between 776 
the different dual domain approaches in order to correctly situate the 777 
model introduced by the author in the existing literature. In particular, Coats 778 
and Smith (1964) and van Genuchten and Wierenga (1976) introduce a model 779 
of mobile/immobile type (which I would call dual porosity model). On the other 780 
hand, the model introduced by Gerke and van Genuchten (1993, 1993a) is not a 781 
mobile/immobile model, as water can flow in both domains (with different velocities) 782 
and so the solute can be transported by advection and by dispersion in both 783 
domains. This kind of models is more correctly called ’dual permeability model’ (see, 784 
e.g., Baratelli et al 2014 for more references to the two different modeling 785 



approaches). The model introduced by the authors is closer to the dual-porosity 786 
mobile/immobile approach. 787 
 788 
 We agree that it is important to be clear that the model presented is a “dual porosity” 789 
model and not a “dual permeability” model. We have therefore removed the 790 
reference to Gerke & van Genuchten (1993) at this point in the manuscript which is 791 
presumably the source of the reviewer’s concern since, as they correctly point out, it 792 
refers to a dual permeability approach.   793 
 794 
• Page 76, equations (5)-(7): I think the authors should clearly state how their 795 

model is ’novel’ (Page 70, line 23) with respect to the model already existing in the 796 

literature. I guess the novelty is mainly related to the presence of the molecular 797 

diffusion term in the immobile domain; it would be interesting to add some 798 

explications to justify this choice. 799 

We stated in the text (p.76, lines 3-7) that the main novelty in the model formulation 800 

which is the setup of the upper boundary condition switching during the flow and rest 801 

phases respectively. Hence, we’re not sure what the reviewer’s concern is here. 802 

However we have clarified the boundary conditions as described in our reply to the 803 

next comment by the reviewer “Page 76, lines 1-9: I think that the boundary 804 

conditions used are not very clear.” 805 

• Page 76, lines 1-9: I think that the boundary conditions used are not very clear. 806 
In particular, the flow is not simulated and so the boundary conditions for flow 807 
(line 1) are not required. Moreover, it would be useful to explain more clearly the 808 
boundary conditions applied at the top and bottom of the columnn for both the 809 
mobile and immobile domain. 810 
 811 
Yes, we agree this section needs clarification and the mention of a flow boundary 812 
condition was misleading (we had explicitly included the flow equations in an earlier 813 

iteration, but not for the results finally presented here). We have now clarified this 814 
section (originally p76, lines 1-9) to read: 815 
 816 
“The initial concentration conditions were set to zero for both domains for all model 817 
runs. During centrifugation periods, a variable solute flux upper boundary condition 818 
was used for the mobile domain varied according to the product of the measured 819 
fluid flux & input concentration (C0) during each experiment as follows: 820 

    

  
   

    

  
     

   

  
 

A Dirichlet (constant concentration) upper boundary condition was used for the 821 
immobile domain during times of centrifugation. A novel aspect of the models, 822 
facilitated by the flexibility of model structure variations possible in COMSOL, was 823 
that the upstream transport boundary for both domains was switched to a zero flux 824 
condition during the interrupted flow phases. The downstream transport boundary 825 
conditions for both domains were given by: 826 

      

  
   

At z = L, where L was sufficiently large to ensure the results at the column outlet 827 
distance (at z<<L) were not sensitive to the position of the boundary.” 828 



 829 
 830 
• Page 78, line 22-23: It would be interesting to explain the implications of this 831 
result. 832 
 833 
We have attempted to do this in the text on p.78 lines 24-28. 834 
 835 
 836 
• Page 79, line 3-4: Is the choice of using the same _ as for parallel fracture 837 
geometry justified? 838 
 839 
Good question! In order to show the range of uncertainty associated with this 840 
geometry factor we have now included a range of inferred values of a using Beta 841 
values for parallel slabs (Beta = 3) as well spherical aggregates (Beta =15). 842 

 843 
3 Technical corrections 844 
• Page 72, line 7: Correct ASTM 2012 with ASTM (2012). 845 
 846 
We have now corrected this. 847 
 848 
 849 
• Page 72, lines 11-12: I suggest to explicitly define the symbols EC and Eh, 850 
although I understand that it is a rather standard notation. 851 
 852 
We have now defined these symbols, see tracked changes. 853 
 854 
• Page 72, equation (2): It seems to me that the results has the unit of [1/T] and 855 
not of [L/T] as I would expect for the hydraulic conductivity. 856 
 857 
Equation 2 gives dimensions of K of [L/T], following the detailed derivation provided 858 
in ASTM 2000 and Timms et al. (2014). Equation 2 is expressed for laboratory 859 
convenience in terms of RPM rather than more standard parameters, Dimensions for 860 
(RPM)2  of [1/L] is obtained, such as equation 5 of Timms et al. (2014), by 861 
rearranging   a/g = 0.001.r.(RPM)2. The [1/L] dimensions of RPM2 then cancel with 862 
the other dimensions in Equation 2 of this paper to give K with dimensions of [L/T] as 863 
expected.  864 
 865 
 866 
• Page 72, equation (2): I think K should be substituted by Kv, as in the following 867 
the hydraulic conductivity is always indicated as Kv without being explicitly 868 
defined (see page 78, Table 1, ...). 869 
 870 
We have now changed this. 871 
 872 
• Page 76, line 2: exchange -> exchanged. 873 
 874 
We have now changed this. 875 
 876 
• Page 76, line 28: I think that _ should be corrected with _T . 877 
 878 



The notation we have used for the total porosity here is consistent with how we 879 
defined it on p75 line 10, so we don’t think it needs changing. 880 
 881 
• Page 78, line 19: I suggest to add a comma between ’0.43’ and ’this’. 882 
 883 
We have now changed this. 884 
 885 

• Page 82, line 21: afield -> a field. 886 

We have now changed this. 887 
 888 

 889 


