References


1Bonfante, A., Basile, A., Acutis, M., De Mascellis, R., Manna, P., Perego, A., and Terribile, 
2F.: SWAP, CropSyst and MACRO comparison in two contrasting soils cropped with maize in 
4Bouma, J.: Soil morphology and preferential flow along macropores, Agr. Water Manage., 3, 
5235–250, 1981. 
6Bouma, J.: Hydropedology as a powerful tool for environmental policy research, Geoderma, 
8Campling, P., Gobin, A., and Feyen, J.: Logistic modeling to spatially predict the probability 
10Carre, F., McBratney, A. B., Mayr, T., and Montanarella, L.: Digital soil assessments: 
12Chaplot, V., Walter, C., and Curmi, P.: Improving soil hydromorphy prediction according to 
14Cialella, A. T., Dubayah, R., Lawrence, W., and Levine, E.: Predicting soil drainage class 
15using remotely sensed and digital elevation data, Photogrammetric Engineering and Remote 
17Ciarapica, L., and Todini, E.: TOPKAPI: A model for the representation of the rainfall-runoff 
20water flow comparing uni- and bimodal effective hydraulic parameters for structured soil, 
22D’Urso, G., and Basile, A.: Physico-empirical approach for mapping soil hydraulic behaviour, 
24de Bruin, S., and Stein, A.: Soil-landscape modelling using fuzzy c-means clustering of 
26Dent, D., and Young, A.: Soil survey and Land evaluation, George Allen & Unwin, London, 
27UK, 278 pp., 1981.


1Samouëlian, A., and Cornu, S.: Modelling the formation and evolution of soils, towards an
4rainfall estimates for streamflow modelling: Bagmati Basin, Journal Of Flood Risk
5Management, 1, 89-99, 2008.
7of unsaturated soil hydraulic properties from transient flow processes, Soil Tillage Res., 47,
10Stöckle, C. O., Donatelli, M., and Nelson, R.: CropSyst, a cropping systems simulation
12Terribile, F., De Mascellis, R., di Gennaro, A., Ferruzzi, T., Laruccia, N., Magliulo, P., and
13Vingiani, S.: Carta dei suoli dell’Agro Noverino Sarnese in scala 1:50.000, Relazione finale
16logistic regression, in: Proceedings for the Source Water Assessment and Protection
18Todini, E., and Ciarapica, L., The TOPKAPI model, in: Mathematical Models of Large
23Bureau of Reclamation, Dept. of Interior, Denver Federal Center, Denver, Col. 80225, USA,
2419951.
25USDA, Soil Survey Staff: Keys to Soil Taxonomy, 11th ed., USDA-Natural Resources
28Groenendijk, P., and van Diepen, C. A.: Theory of SWAP version 2.0, Dpt. of Water
1Van Genuchten, M. Th.: A closed-form equation for predicting the hydraulic conductivity of

3Vereecken, H., Maes, J., Feyen, J., and Darius, P.: Estimating the soil moisture retention
characteristic from texture, bulk density and carbon content, Soil Science, 148, 389-403,
51989.

7in South Africa: Initial results from the Liebenbergsvlei catchment, Water SA, 34, 1–12,
82008a.

9Vischel, T., Pegram, G. G. S., Sinclair, S., Wagner, W., and Bartsch, A.: Comparison of soil
10moisture fields estimated by catchment modelling and remote sensing: a case study in South

12Voltz, M., Lagacherie, P., and Louchart, X.: Predicting soil properties over a region using
13sample information from a mapped reference area, European Journal of Soil Science, 48, 19–
14130, 1997.

15Wagener, T., Sivapalan, M., Troch, P., and Woods, R.: Catchment classification and
16hydrologic similarity, Geography Compass, 1, 901-931, 2007.


22hydraulic parameters for simulation models in environmental studies and in land use planning
23- Final report on the European union funded project 1998, DLO Winand Staring Centre,

26international classification, correlation and communication, 2, World Soil Resources Reports

29estimated from topography and soil series information, Landscape Ecology, 11, 3–14, 1996.